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The GM862-QUAD module is the next generation of the established GM862 prod-
uct family which continues Telit's success story in the field of easy to integrate
GSM/GPRS modules for all industrial m2m applications.

The development focus of the GM862-QUAD was on Pin-to-Pin compatibility to all
existing GM862 based products, but adding Quad-Band functionality and RoHS
compliance. This allows one consistent product for all global GSM networks and
gives a significant cost advantage by saving approval and logistic costs.

The ruggedized design, extended temperature range and integrated SIM-Card
reader makes the GM862-QUAD the ideal platform for medium volume projects.
Additional features like Jamming Detection, integrated TCP/IP protocol stack,
Easy Scan functionality and the direct support of an embedded camera give
extended functionalities to applications at no additional cost.

The GM862-QUAD-PY offers the possibility to run customer programs inside the
module, thus making the module a complete hardware platform for individual
customer solutions. State of the art IIC interfaces give connectivity to external
peripherals like sensors, cameras and displays.

As a part of Telit's corporate policy of environmental protection, all new Telit
products comply to the RoHS (Restriction of Hazardous Substances) directive of
the European Union. (EU Directive 2002/95/EG).

Product Features

Quad-band EGSM 850/ 900 / 1800 /1900 MHz Serial Port Multiplexer GSM 7.10
Output Power SIM Access Profile
Class 4 (2W) @ 850 / 900 MHz Sensitivity:

Class 1 (TW) @ 1800/ 1900 MHz -107 dBm (typ.) @ 850/ 900 MHz
Control via AT commands according to -106 dBm (typ.) @ 1800/ 1900 MHz
GSM 07.05, 07.07 and proprietary Telit Dimensions: 44 x 44 x 6.7 mm
specifications Weight: 23 gr.
Supply Voltage Range: 3,4-4,2V DC Extended Temp. range: -30° / +80° C
3,8V DC recommended RoHS liant

oHS complian
Power Consumption (typical values)
power off: 26 uA
Idle (registered, power saving): < 4 mA
Dedicated mode (max): 270 mA
GPRS cl.10 (max): 500 mA

Making machines talk.
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Interfaces

50-pin board to board Molex connector
131/0 ports max.

Analog Audio (balanced and unbalanced)
1 A/D converter, Buzzer output

Camera direct support mode on I/0 ports

ITU-T V.24 Serial Link through UART:
at CMOS level

Baud rate from 300 to 115.200 bps
Autobauding from 2.400 to 57.600 bps

50 Ohm MMCX Antenna connector

On board SIM holder, 1.8 V/ 3V with
real-time detection

18 General Purpose I/0 Ports
IIC-Bus

Audio

Telephony, Emergency Call

Half rate, Full rate, Enhanced Full rate
and Adaptive Multi Rate voice codecs
(HR, FR, EFR, AMR)

Superior Echo Cancellation & Noise Reduction
Handset & Hands-free operations
DTMF

Approvals

Fully type approved according to
R&TTE directive

CE, GCF, FCC, PCTRB, IC

SMS

Point-to-Point mobile originated and
mobile terminated SMS,

Concatenated SMS supported
SMS Cell Broadcast
Text and PDU mode

Circuit Switched Data

Asynchronous Transparent Circuit
Switched Data (CSD) up to 14,4 kbps

Asynchronous Non-transparent CSD
up to 9,6 kbps

GPRS Data

GPRS class 10
Mobile station class B
Coding Scheme 1to 4
PBCCH support

Fax
Group 3, Class 1

GSM Supplementary
Call Forwarding

Call Barring

Call Waiting & Call Hold
Advice of Charge

Calling Line Identification Presentation
(CLIP)

Calling Line Identification Restriction
(CLIR)

Unstructured supplementary Services
Mobile Originated Data (USSD)

Closed User Group

Additional Features

SIM Phonebook

Fixed Dialling Number (FDN)
Real Time Clock

Alarm Management

Battery Management
Network LED support

IRA character set

Jamming Detection & Report

Embedded TCP/IP stack, including SMTP
and FTP protocol

PYTHON script interpreter allows driving
the module »internally« implementing
the application code directly in the
Python language.

Approx. 3 MB of NV Memory for the user
scripts and 1.5 MB RAM for the Python
engine usage.

PYTHON
Fowered

Telit’'s EASY® features

»EASY CAMERA it provides the capability of
a direct support of a VGA colour camera

»EASY SCAN« automatic scan over GSM
frequencies (also without SIM card)

Order-No.

GM862-QUAD 3990250655
GM862-QUAD-PY 3990250656

Copyright © 2008, Telit Communications S.p.A. - Subject to changes in technology, design and availability

* Copyright © 1991-1995 by Stichting Mathematisch Centrum, Amsterdam, The Netherlands; All Rights Reserved.
Copyright © 1995-2001 Corporation for National Research Initiatives; All Rights Reserved
Copyright © 2001, 2002, 2003, 2004 Python Software Foundation; All Rights Reserved.
AllRights Reserved are retained in Python.





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 200
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 200
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice


